



Composition: sandstone 
sedimentary layers composed of quartz sand according to DIN 4924 and according to EN 12904, type 1, considered in 
this case as a natural raw material. Resistant and scratch-resistant quartz sands.
Support: natural fiber fixed with acrylic resin dispersion. Quartz content: 95%.
Density: 2.65 g / cm3.
Thermal expansion: 8-10 mm / m at 100 ° C.
PH in water: 6.0 - 6.5.
Melting point:> 1550 ° C.
Viscosity: absent.
Odor: absent.
Formaldehyde: absent.
Peel strength: in accordance with DIN16860, average value of 1.76-1.98 N / mm. Tensile strength: in accordance with 
DIN16860, 1.76-1.98 / mm2.
Fire reaction class: A2 s1 d0 in compliance with the EN 13501-1 standard.
Format: 265x115 cm (standard) - other formats on request.
Thickness: about 2mm.
Specific weight: about 2kg / m2.
Surface finish: NATURAL (rough material) / SUPER SOFT (smooth with or without resin coating). Minimum order: 01 
standard size roll / 3.05 m2.

Main features:
Lightweight (anti-seismic), flexible and completely rollable, applicable on any smooth internal and external surface, 
applicable, after shaving, on pre-existing surfaces (demolition costs reduction), easy and fast installation, low incidence 
of transport costs.
Applicable on: concrete, cement, plaster, coat, wood, metal, stone, ceramic, glass, ecological fiber cement, plasterboard, 
etc.
Adhesive: two-component epoxy glue (construction) / vinyl glue (furniture)
Cutting tools: professional cutter.
Surface protective:
- HYDROP WRL (supplied by Slate-Lab), film-forming hydro-oil repellent, for internal and external coatings and 
furnishing elements. Suitable for both 'NATURAL' and 'SUPER SOFT' finishes.
- COLOR PAVING EPOX (supplied by Slate-Lab) two-component water-based epoxy resin, for interior floors, wet 
environments (showers, wellness areas) and kitchen tops. Suitable for both 'NATURAL' and 'SUPER SOFT' finishes. 
Available in matte or glossy version.
Fields of use:
- facade cladding, low walls, columns, pillars, armored doors, outdoor furniture.
- internal wall coverings, fireplaces, kitchen tops, bathrooms, showers, doors and furnishings.
- internal flooring, stairs, poolside flooring, terraces, walkways. Application temperature: recommended from + 10 ° C 
to + 30 ° C.
Storage: always deposit the material in a flat position or wrapped inside its package at a temperature of at least 10 ° C.
Other: it does not fear high temperatures; does not fear the salt effect in maritime areas; in case of internal flooring on 
large surfaces, it can be trolley-mounted.

Notes: If materials other than those indicated are used in the processing phase, any liability and warranty on the part of 
the company or the instructor technician in charge of training the specialized applicator will be excluded.
The customer, the applicator or the retailer will in any case be subject to the obligation of proof.
The regulations for the respective substances remain valid for processing.

TECHNICAL SPECIFICATIONS 
ARENARIA 
Description: flexible stone roll with tactile relief finish, 
different for the type of sedimento.



Our instructions for use, processing guidelines, product or service data and any other technical data are only general 
indications. They only describe the quality of our products (data collected at the time of production) and of our services 
without therefore representing any guarantee due to the multiple uses envisaged for each single product based on its 
specific conditions (for example the processing temperature, the characteristics of the material, etc.). The test of the 
material must be carried out by the user himself. Our advice in the form of tests, relating to the technical application, is 
not binding.

Specific weight: 2,5 kg/sqm
Viscosity: Odor: Formaldehyde: Class of reaction to fire: Format: Thickness: Surface plane: Applicable on:
Odorless.
No formaldeyhde.
Class reaction to fire: B s2 d0 - EN 1350-1.
Format: cm 300x100 (standard) - other sizes on request. 2 mm approx.
Surface texture: smooth or textured in 3D depending on the model.
Application on: concrete, cement, plaster, coat, wood, metal, stone, ceramic, glass, ecological fiber cement, 
plasterboard, etc.
Main features: Lightweight (anti-seismic), flexible and completely rollable, applicable on any smooth internal and 
external surface, applicable, after smoothing, on pre-existing surfaces (demolition costs reduction), quick and easy 
installation, low incidence of transport costs.
Fields of use:
- facade cladding, low walls, columns, pillars, armored doors, outdoor furniture.
- internal wall coverings, fireplaces, kitchen tops, bathrooms, showers, doors and furnishings. - internal flooring, stairs, 
poolside flooring, terraces, walkways.
Application temperature: recommended from + 15 ° C to + 30 ° C.
Stock: always deposit the material in a flat position or wrapped inside its package at a temperature of at least 15 ° C.
Adhesive: two-component epoxy adhesive professional cutter.
Surface protective: Polyurethane or epoxy sealants depending on the intended use.

Notes: If materials other than those indicated are used in the processing phase, any liability and warranty on the part of 
the company or the instructor technician in charge of training the specialized applicator will be excluded.
The customer, the applicator or the retailer will in any case be subject to the obligation of proof.
The regulations for the respective substances remain valid for processing.
SLATE-LAB srl via IV Novembre, 24 - 37126 - Verona - Italy C.F. and VAT number. IT04503950232 www.slate-
lab.com
Our instructions for use, processing guidelines, data relating to the product or service and other events
These technical data are only general indications. They only describe the quality of our products (data collected at the 
time of production) and of our services without therefore representing any guarantee due to the multiple uses envisaged 
for each single product based on its specific conditions (for example the processing temperature, the characteristics of 
the material, etc.). The test of the material must be carried out by the user himself. Our advice in the form of tests, 
relating to the technical application, is not binding.

TECHNICAL SPECIFICATIONS 
ARCHITECTURE CONCRETE 
Description: Flexible amalgam of natural stone 
aggregates, thin and light. Pressed and solidified. Specific 
weight: 2.5 kg / m2 


